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These  Standard  Specifications, 


both  text  and  illustrative  plates,  are  issued  by  the 
MARBLE  INSTITUTE  OF  AMERICA  as  a  convenient 
reference  when  drawing  up  a  specification  for  Ex¬ 
terior  Marble  Veneer  2"  and  less  in  thickness  and 
Exterior  Marble  in  Curtain  or  Panel  Walls.  The 
Institute  has  sought  to  embody  the  best  practices 
known  to  the  Marble  trade,  fair  to  both  purchaser 
and  Marble  contractor.  It  is  understood  that  only 
first  class  workmanship  is  the  standard  of  the  trade 
and  that  all  material  is  the  best  obtainable  under 
its  respective  classification. 

Marble  Institute  of  America ,  Inc. 

32  South  Fifth  Avenue,  Mount  Vernon,  N.Y. 


Marble  Institute  of  America,  Inc 


STANDARD  SPECIFICATIONS  FOR 

1.  Exterior  Marble  Veneer 
2"  and  less  in  thickness 

2.  Exterior  Marble  in 
Curtain  or  Panel  Walls 


MARBLE  INFORMATION 
AND  MARBLE  SERVICE 


THE  MARBLE  INSTITUTE  OF  AMERICA,  Incorporated,  is  an  organization  composed 
of  Quarriers,  Importers,  Wholesalers,  Finishers  and  Contractors  of  Marble,  formed 
to  establish  and  maintain  the  highest  standards  for  the  presentation  of  Marble  and 
the  quality  of  workmanship  related  to  its  use. 

This  Institute  has  accumulated  a  vast  amount  of  information  from  the  domestic  and 
foreign  Marble  producing  and  finishing  centers  of  the  world,  and  as  a  result  is  in  a 
position  to  give  authentic,  unbiased  information  regarding  the  commercially  avail¬ 
able  Marbles  of  the  world,  to  Architects,  Engineers,  Builders  and  others  interested 
in  Marble. 

The  Institute  and  its  individual  members  are  available  in  connection  with  the  selec¬ 
tion,  supply,  finishing  and  installation  of  Marble. 


American  standard  specifications 
for:  the  support,  anchorage  and 
protection  of  exterior  marble  veneer 
2"  and  less  in  thickness. 


Marble  Institute  of  America,  Inc. 
Edition  1 955. 


This  specification  has  been  adopted  as  American  Standard 
A-94.2—1955;  UDC  691.2;  624.022. 
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NOTE:  Whenever  the  word  ARCHITECT  is  used  it  may  mean  an  engineer,  contracting  officer,  or  other  specifying  authority. 


1.0  standard  form. 

.1  The  Standard  Form  of  the  "General  Condi¬ 
tions  of  the  Contract"  (Sixth  Edition,  revised 
9/1/51)  issued  by  The  American  Institute 
of  Architects,  forms  part  of  this  specification 
and  the  Marble  Contractor  shall  consult 
them  in  detail  for  instructions  pertaining  to 
his  work. 

.2  Copies  of  the  "General  Conditions  of  the 
Contract"  are  on  file  and  may  be  referred 
to  at  the  office  of  the  Architect  where  copies 
may  be  obtained. 

NOTE:  Marble  work  is  performed  as  a  sub¬ 
contract  under  the  general  contract. 

2.0  scope  of  the  work. 

The  Marble  Contractor  shall  provide  and 
erect  all  exterior  marble  veneer  shown  on 
architectural  drawings  and  herein  specified, 
together  with  all  anchors  for  same,  except 
that  the  following  items  will  be  furnished 
and  erected  without  cost  to  the  Marble 
Contractor: 

.1  Metal  supporting  angles  and  any 
necessary  stainproofing  of  same. 

.2  Metal  slots,  boxes  or  other  anchorages 
which  are  built  into  the  structural  wall. 

.3  All  necessary  scaffolding,  arch  centers, 
etc. 

.4  Any  required  safety  barricade  or  wea¬ 
ther  enclosure. 

.5  Adequate  hoisting  facilities  in  multi¬ 
story  buildings  during  regular  working 
hours. 

.6  Water,  light  and  power  at  convenient 
locations  on  each  floor. 

.7  Temporary  heat,  if  enclosed. 

NOTE:  No  exterior  marble  veneer  should  be 
set  in  temperature  below  40  degrees 
Fahrenheit,  throughout  the  work  day. 

.8  Temporary  toilet  facilities. 

.9  General  cleaning  of  the  building  apart 
from  cleaning  by  Marble  Contractor, 
(see  paragraph  15.) 

.10  Telephone  facilities  (but  not  unlimited 
free  service). 


3.0  kinds  of  marble. 

.1  All  marble  shall  be  (state  names  of  marble) 
in  accordance  with  samples  on  file  at  the 
office  of  the  architect. 

.2  All  exterior  Group  A  marble  veneer  shall 
be  sound,  dense  and  free  from  defects 
which  impair  its  strength  or  durability. 

.3  Where  Group  B,  C  and  D  marbles  are  speci¬ 
fied  for  decorative  features,  they  shall  be 
treated  in  accordance  with  "marble  classi¬ 
fications  for  soundness"  ratings  for  A,  B, 
C  and  D  marbles  as  defined  by  the  Marble 
Institute  of  America,  Inc.  (See  Definitions  on 
page  13.) 

NOTE  No.  1:  Varieties  selected  should  be 
specified  by  their  trade  names,  not  by 
Group  Classifications. 

NOTE  No.  2:  Decorative  marbles  selected 
for  exterior  veneer  require  cleaning  and 
reasonable  maintenance  for  continued  good 
appearance  and  therefore  should  be  treated 
at  least  once  a  year.  Other  marble  should 
be  maintained  as  recommended  by  MIA's 
"Care  and  Cleaning  of  Marble". 

4.0  finishes. 

.1  All  exposed  surfaces  of  marble  (state  loca¬ 
tions)  shall  be  finished  as  follows:  (State 
finish  desired.) 

NOTE:  Usual  Finishes  are: 

Natural  Finish:  A  finish  produced  by 
sawing. 

Sand  Finish:  A  finish  produced  by  sand 
rubbing. 

Sand  Blown  Finish:  A  finish  produced  by 
sand  blast. 

Grit  Finish:  A  smooth  finish. 

Hone  Finish:  A  velvety  smooth  finish  with 
no  gloss. 

Polish:  A  mirror  like  glossy  finish  which 
brings  out  the  full  color  and  character 
of  the  marble.  When  used,  periodic  main¬ 
tenance  is  required  to  retain  this  finish. 
(See  MIA  brochure  on  the  "Care  and 
Cleaning  of  Marble") 

NOTE:  In  general,  the  MIA  recommends  the 
sand  finish  for  exterior. 

.2  All  exposed  surfaces  shall  be  free  from 
waves,  projections  or  depressions,  with  the 
face  of  marble  in  the  same  plane.  Arrises 
shall  be  cut  sharp  and  true  to  square  or  pat¬ 
tern  and  continuous  with  adjoining  arrises. 


5.0  samples. 

.1  As  soon  as  the  contract  is  awarded,  the 
Marble  Contractor  shall  submit  for  the 
Architect's  approval  a  sufficient  number  of 
8"  by  12"  samples  of  marble,  finished  as 
specified,  which  shall  show  range  in  qual¬ 
ity,  color  and  texture  that  will  occur  in  the 
marble  to  be  used.  Where  there  is  little 
variation  in  character  an  average  single 
sample  instead  of  a  range  may  be  sub¬ 
mitted.  The  approved  samples  or  sample 
shall  become  the  standard  for  selection  and 
finish  of  the  marble  supplied  under  this 
contract. 

.2  Samples  shall  be  clearly  labeled  on  the 
back  with  the  name  of  the  project,  the 
architect,  the  General  Contractor,  the 
Marble  Contractor,  the  Group  Classification 
for  Soundness  and  the  end  use  of  the 
marble. 

6.0  shop  drawings 

.1  The  Marble  Contractor  shall  prepare  and 
submit  for  approval  of  the  architect  all  the 
necessary  shop  drawings  showing  the  bed¬ 
ding,  support,  bonding,  jointing  and  setting 
of  all  marble  work  including  any  expansion 
joints  and  the  typical  and  special  anchoring 
of  same. 

.2  No  marble  shall  be  fabricated  until  final 
approval  of  these  drawings  has  been  given 
by  the  architect. 

7.0  measurements 

.1  Before  commencement  of  shop  work  on 
marble,  the  architect  will  establish  for  the 
Marble  Contractor  all  governing  measure¬ 
ments  and  note  them  on  shop  drawings. 

8.0  cutting 

.1  The  Marble  Contractor  shall  do  all  neces¬ 
sary  cutting  and  fitting  to  accommodate 
his  work  to  other  trades  as  called  for  on 
the  approved  shop  drawings  and  by  com¬ 
mon  usage  in  the  trade.  This  shall  be  done 
at  the  manufacturer's  finishing  shop  when¬ 
ever  practicable. 

9.0  extent  and  thickness 

.1  The  extent  of  marble  veneer  work  shall  be 
as  indicated  on  the  architectural  drawings. 


(Or,  described  more  specifically,  mention¬ 
ing  base,  facing,  trim,  entrances,  coping, 
etc.) 

.2  Marble  for  plain  ashlar  areas  shall  be  (%") 
(VA")  (1  y2")  (2")  thick  (say  which);  and 
stock  of  greater  thickness  shall  be  provided 
for  pilasters,  trim  and  special  features  as 
indicated  on  detail  drawings. 

NOTE  No.  1:  In  general ,  the  greater  thick¬ 
nesses  are  suggested  for  multi-story  projects, 
or  those  where  the  design  calls  for  large 
individual  pieces,  or  where  climatic  condi¬ 
tions  are  severe.  For  small  projects  such  as 
store  fronts  and  with  comparatively  small 
individual  pieces,  the  specification  of  7/a" 
may  be  entirely  proper. 

NOTE  No.  2:  Designs  calling  for  large  sizes 
should  be  carefully  checked  for  size  restric¬ 
tions  of  the  marble  proposed. 

10.0  jointing 

.1  The  jointing  of  the  exterior  marble  veneer 
work  shall  be  as  shown  on  the  architectural 
drawings  and  as  further  developed  on  ap¬ 
proved  shop  drawings. 

.2  Where  %"  marble  is  used  in  wall  areas, 
joints  shall  be  1/16"  buttered  solidly  with 
non-staining  pointing  mastic  or  with  neat 
white  cement  lime  mortar,  white  or  dark  as 
per  color  of  marble.  Where  mastic  is  used, 
marble  shall  be  supported  by  spacers  of 
plastic  or  aluminum. 

.3  Thickness  of  (1  !4")  (VA")  and  (2")  (say 
which)  shall  have  joints  of  Va"  or  3/16" 
solidly  buttered  with  non-staining  pointing 
mastic,  maintaining  weight  bearing  joints 
by  plastic  or  aluminum  cushions  of  proper 
thickness  and  spaced  to  support  the  weight. 
ALTERNATE  To  .3:  Thickness  of  (VA")  (VA") 
and  (2")  shall  have  joints  of  Vs"  or  3/16" 
(say  which)  raked  out  to  a  depth  of  Z2"  to 
permit  uniform  pointing  with  neat  cement 
mortar  or  non-staining  mastic  pointing  com¬ 
pound. 

.4  In  large  areas  of  exterior  marble  veneer, 
vertical  expansion  joints  shall  be  provided 
at  intervals  of  about  30  feet.  (3/16"  wide 
expansion  joints  filled  with  non-staining 
mastic  pointing  is  recommended.) 

.5  This  compound  shall  be  non-staining  mastic 
pointing  compound  approved  by  the  archi¬ 
tect.  It  shall  not  stain  the  marble  or  corrode 
metals  or  be  affected  by  long  exposure  to 
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extremes  of  outside  temperatures  and  shall 
form  an  outside  skin  on  exposed  surface 
while  remaining  plastic  and  soft  under¬ 
neath.  It  shall  be  factory  mixed  and  used 
strictly  in  accordance  with  the  manufac¬ 
turer's  instructions. 

11.0  supports 

.1  Marble  veneer  shall  be  supported  by  con¬ 
tinuous  horizontal  angles  and  attachments 
furnished  and  securely  fastened  to  the 
building  by  others,  (see  plates  H  &  J) 

NOTE:  These  angles  should  preferably  be 
of  non-corrodible  metal.  Stainless  steel, 
bronze  and  hard  brass  are  used.  If  struc¬ 
tural  steel  is  used  it  must  be  cleaned  of  mill 
scale  and  rust  and  then  coated  by  others, 
with  non-staining  paint  as  approved  by 
architect.  Paint  should  be  allowed  to  dry 
thoroughly  before  marble  is  set. 

.2  These  angle  supports  shall  be  located  as 
shown  on  architectural  and  shop  drawings 
and  in  general  will  be  required  over  all 
openings  and  at  each  story  height  or  not 
more  than  20'  apart  in  vertical  spacing. 
Where  there  are  no  window  openings,  sup¬ 
port  shall  be  given  along  one  horizontal 
line  per  story  height.  The  same  applies  to 
pilasters  and  other  vertical  facings. 

NOTE:  The  use  of  a  continuous  angle  at 
grade  is  recommended  on  alteration  or 
renovation  projects. 

.3  Marble  veneer  shall  not  be  relied  upon  to 
support  vertical  loads  other  than  the  veneer 
material  above  it.  Letters,  signs  and  other 
appliances  applied  to  the  marble  wall  shall 
be  so  hung  that  their  weight  shall  not  bear 
on  the  marble  but  shall  be  supported  by 
hangers  set  in  the  supporting  wall,  and  all 
such  letters,  signs,  hangers,  fastenings,  et 
cetera,  shall  be  of  material  and  design  that 
cannot  stain  or  damage  the  marble. 

12.0  setting  and  anchorage. 

.1  All  marble  shall  be  cleaned  on  the  face, 
back  and  edges  before  setting,  removing 
any  foreign  matter  that  might  impair  the 
bedding,  bonding  or  appearance  of  the 
work.  During  setting  operations  any  dirt  or 
setting  materials  in  contact  with  exposed 
surfaces  of  the  marble  shall  be  immediately 
removed. 


.2  Anchoring  of  the  marble  shall  be  as  shown 
on  drawings  and  in  such  a  manner  as  to 
secure  the  veneer  permanently  in  place. 

.3  The  number  and  location  of  anchors  to  be 
used  shall  be  left  to  the  discretion  of  the 
Marble  Contractor.  However,  the  following 
minimum  practice  is  approved  by  the 
Marble  Institute  of  America,  Inc.: 

a)  For  slabs  of  marble  less  than  2  square 
feet  in  area,  there  shall  be  at  least  2 
anchors. 

b)  For  slabs  of  marble  over  2  square  feet 
and  up  to  4  square  feet  in  Cirea,  there 
shall  be  at  least  3  anchors. 

c)  .  .  .  .  from  4  square  feet  to  12  square 
feet,  at  least  4  anchors. 

d)  .  .  .  .  from  12  square  feet  to  20  square 
feet,  at  least  6  anchors. 

e)  ....  On  slabs  exceeding  20  square  feet, 
anchors  shall  be  provided  at  the  rate 
of  one  anchor  for  each  3  square  feet 
of  area. 

NOTE:  For  earthquake  areas,  refer  to  build¬ 
ing  codes  in  such  areas. 

1 3.0  setting  specifications. 

NOTE:  Numerous  alternates  are  given  in  the 
following  sub-paragraphs  to  cover  various 
types  of  construction  identified  herein  as 

Type  a)  Veneer  setting  against  prebuilt 
masonry  wall. 

Type  b )  Veneer  setting  concurrent  with 
masonry  back-up. 

Type  c)  Veneer  setting  against  reinforced 
concrete  or  masonry  wall,  where  required 
by  the  building  code. 

The  Specification  Writer  should  choose  those 
paragraphs  which  are  applicable  to  the  type 
of  construction  of  the  particular  project. 

13.1  for  types  (a)  or  (b)  kind  of 
anchors  (see  plate  B) 

Anchors  shall  be  of  brass  or  medium  hard 
drawn  copper,  at  least  Va"  in  diameter,  or 
of  stainless  steel  in  flat  strips  1/16"  thick. 

13.1  for  type  (c)  kind  of  anchors 
(see  plate  B) 

Anchors  shall  be  of  brass,  bronze  or  stain¬ 
less  steel,  and  of  the  dove-tail  or  T-tail  type 
as  shown  on  the  drawings. 
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13.2  for  type  (a)  treatment  of 
back  of  marble 

The  walls  behind  all  veneer  pieces  shall  be 
thoroughly  coated  with  approved  damp¬ 
proofing  or  waterproofing  paint  (applied 
by  others)  before  setting. 

1 3.2  for  type  ( b )  treatment  of 
back  of  marble 

As  the  veneer  is  set,  all  pieces  shall  be 
completely  parged  on  the  back  with  non¬ 
staining  cement  paste. 

13.2  for  type  (c)  treatment  of 
back  of  marble 

Backs  of  veneer  pieces  shall  not  be  damp- 
proofed  nor  parged  when  solid  grouted. 

13.3  for  type  (a)  installation  of 
anchors  (see  plate  J) 

Anchors  shall  be  attached  to  the  marble  by 
being  hooked  or  embedded  in  cement  filled 
holes  %"  deep  in  the  edges  of  the  piece, 
parallel  to  the  face.  Attachment  to  the  wall 
shall  be  made  by  inserting  the  anchor  into 
a  hole  in  the  backing,  shaped  to  receive 
and  retain  it,  and  filled  with  non-staining 
cement  mortar  with  accelerator  (Sika  C  or 
equal). 

13.3  for  type  (b)  installation 
of  anchors  (see  plate  J) 

Anchors  shall  be  attached  to  the  marble  by 
being  hooked  or  embedded  in  cement  filled 
holes  %"  deep  in  the  edges  of  the  piece, 
parallel  to  the  face.  Wall-ends  of  the 
anchors  shall  be  bent  and  securely  built 
into  the  masonry  back-up  construction. 

13.3  for  (c)  installation  of  anchors 
(see  plate  J) 

A  system  of  non-corrodible  metal  slots  or 
boxes  built  into  the  concrete  wall  by  others 
and  non-corrodible  dove-tail  or  T-tail  wall 
ties  or  anchors,  properly  fitted  and  satis¬ 
factory  to  the  architect,  embedded  in  the 
edges  of  the  veneer  pieces,  shall  be  used. 


13.4  for  type  (a)  air  space  and  spots 

Allow  at  least  1"  clearance  back  of  veneer 
and  set  each  piece  rigidly  against  spots  of 
non-staining  cement  with  accelerator,  locat¬ 
ed  at  or  near  the  anchors  and  spaced  not 
further  than  18"  apart  over  the  back  of 
each  piece.  (See  Notes  and  $:2  below.) 

13.4  for  type  (b)  masonry  back-up 

Parged  slabs  shall  be  erected  in  place  and 
maintained  in  proper  alignment,  and  shall 
be  backed  up  with  the  masonry  materials 
specified,  all  anchors  being  securely  built 
in  as  the  wall  construction  progresses. 

NOTE  No.  1:  Where  marble  is  to  be  set  on 
or  immediately  above  the  foundation,  the 
foundation  should  be  damp-proofed  on  top. 
The  clearance  of  I"  above  the  foundation 
on  angle  support  and  1"  clearance  behind 
the  marble  as  specified  above  shall  be  pro¬ 
vided  (not  grouted )  to  avoid  traveling  of 
moisture.  This  clearance  is  recommended  to 
the  first  story  height.  Above  first  story 
height,  grout  solid. 

NOTE  No.  2:  The  above  method  is  the  gen¬ 
erally  accepted  practice  but  owing  to  con¬ 
ditions  in  different  localities  throughout  the 
country,  some  building  codes  call  for  solid 
grouted  space  between  the  marble  veneer 
and  the  masonry  wall.  If  grouting  is  re¬ 
quired,  grout  should  be  of  non-staining 
cement  and  clean  washed  sand  poured 
after  each  course  of  veneer  is  set  in  place 
to  a  depth  that  will  not  affect  alignment, 
(6"  for  VA"  or  thinner,  10"  for  VA"  or 
thicker )  rodded  or  puddled  and  allowed  to 
set  enough  to  carry  the  weight  of  the  next 
pour. 

NOTE  No.  3:  Where  grouting  is  required, 
waterproofing  should  be  omitted  from  back 
of  marble. 

13.4  type  (c)  solid  grouting 

(if  required  by  building  code) 

Allow  at  least  1"  clearance  between  back 
of  veneer  and  concrete  or  masonry  wall  and 
grout  this  space  full  with  non-staining  ce¬ 
ment  grout  made  with  clean  washed  sand, 
said  grout  to  be  poured  after  each  course 
of  veneer  is  set  in  place  to  a  depth  that 
will  not  effect  alignment  (6"  for  1  !4"  or 
thinner  and  10"  for  VA"  or  thicker)  rodded 
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and  puddled  and  allowed  to  set  enough  to 
carry  the  weight  of  the  next  pour.  Joints 
shall  be  buttered  full  with  neat  white  cement 
lime  mortar  raked  out  V2"  and  pointed  with 
non-staining  pointing  mastic. 

NOTE:  Air  space  behind  marble  as  in  Type 
(a)  may  be  used  if  Building  Codes  do  not 
require  solid  grouting. 

14.0  flashing,  (furnished  and 
installed  by  others) 

(see  plate  C) 

NOTE:  All  top  joints  either  on  projecting 
courses  or  at  the  top  of  the  veneer  area 
should  be  properly  flashed  over  with  non- 
ferrous ,  non-staining  sheet  metal  flashing. 
Coping  joints  should  be  covered  by  a  non- 
ferrous,  non-staining  weather  cap  strip 
pressed  into  the  joint  filled  with  non-staining 
mastic  compound.  Raglets  for  metal  flashing 
where  required  should  be  filled  in  a  like 
manner.  A  completely  waterproof  installa¬ 
tion  must  be  provided. 

15.0  cleaning 

.1  Upon  completion  of  the  various  portions  of 
this  work,  the  Marble  Contractor  shall  re¬ 


move  all  unused  surplus  materials,  rubbish, 
debris,  et  cetera,  in  connection  with  his 
contract  and  shall  give  the  marble  a  thor¬ 
ough  cleaning  to  the  satisfaction  of  the 
architect.  No  acids  or  harsh  abrasive  clean¬ 
ers  or  steel  wire  brushes  shall  be  used. 

NOTE:  Ordinarily,  a  scrubbing  with  a  fibre 
brush  and  clear  water  will  clean  the  marble. 
If  additional  cleaning  is  needed,  consult 
the  MIA. 


16.0  building  codes 

NOTE:  Architects  should  see  that  their  de¬ 
sign  conforms  to  the  building  code  in  the 
city  in  which  the  veneer  is  to  be  erected. 
All  the  above  suggestions  are  subject  to  cor¬ 
rection  to  conform  to  such  local  building 
codes. 

17.0  maintenance  note 

.1  Decorative  Marbles  selected  for  exterior 
veneer  require  cleaning  and  reasonable 
maintenance  for  continued  good  appear¬ 
ance  and  therefore  should  be  treated  at 
least  once  a  year  with  a  spray  of  cellulose 
acetate  or  similar  plastic  lacquer. 
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American  standard  specifications  for: 
exterior  marble  used  in 
curtain  or  panel  walls. 

Marble  Institute  of  America,  Inc. 

Edition  7  955. 


This  specification  has  been  adopted  as  American 
Standard  A-94.3—1955;  UDC  691.2;  624.022. 
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NOTE:  Whenever  the  word  ARCHITECT  is  used  it  may  mean  an  engineer,  contracting  officer,  or  other  specifying  authority. 


1.0  standard  form 

.1  The  Standard  Form  of  the  "General  Condi¬ 
tions  of  the  Contract"  (Sixth  Edition,  revised 
9/1/51)  issued  by  The  American  Institute 
of  Architects,  forms  part  of  this  specification 
and  the  Marble  Contractor  shall  consult 
them  in  detail  for  instructions  pertaining  to 
his  work. 

.2  Copies  of  the  "General  Conditions  of  the 
Contract"  are  on  file  and  may  be  referred 
to  at  the  office  of  the  Architect  where  copies 
may  be  obtained. 

NOTE:  Marble  work  is  performed  as  a  sub¬ 
contract  under  the  general  contract. 

2.0  scope  of  the  work 


The  Marble  Contractor  shall  provide  and 
erect  all  exterior  marble  for  curtain  or  panel 
walls  as  shown  on  architectural  drawings 
and  as  herein  specified,  together  with  all 
anchors  for  same,  except  that  the  following 
items  will  be  furnished  and  erected  without 
cost  to  the  Marble  Contractor: 

.1  Metal  frame  work.  Metal  supporting 
angles  and  any  necessary  stainproofing 
of  same. 

.2  Metal  slots,  boxes  or  other  anchorages 
which  are  built  into  the  structural  wall. 

.3  All  necessary  scaffolding,  arch  centers, 
etc. 

.4  Any  required  safety  barricade  or 
weather  enclosure. 

.5  Adequate  hoisting  facilities  in  multi¬ 
story  buildings  during  regular  working 
hours. 

.6  Water,  light  and  power  at  convenient 
locations  on  each  floor. 

.7  Temporary  heat,  if  enclosed. 

.8  Temporary  toilet  facilities. 

.9  General  Cleaning  of  the  building  apart 
from  cleaning  by  Marble  Contractor. 
(See  paragraph  14.1) 

.10  Telephone  facilities  (but  not  unlimited 
free  service). 


3.0  kinds  of  marble 

.1  All  marble  shall  be  (state  names  of  marble) 
in  accordance  with  samples  on  file  at  the 
office  of  the  architect. 

.2  All  exterior  Group  A  marble  veneer  shall 
be  sound,  dense  and  free  from  defects 
which  impair  its  strength  or  durability. 

.3  Where  Group  B,  C  and  D  marbles  are  speci¬ 
fied  for  decorative  features,  they  shall  be 
treated  in  accordance  with  "marble  classi¬ 
fications  for  soundness"  ratings  for  A,  B,  C 
and  D  marbles  as  defined  by  the  Marble 
Institute  of  America,  Inc.  (See  Definitions  on 
page  13.) 

NOTE:  a)  Varieties  selected  should  be  speci¬ 
fied  by  their  trade  names ,  not  by  Group 
Classifications. 

NOTE:  b)  For  curtain  or  panel  wall  con¬ 
struction  when  it  is  in  frames  a  sound  marble 
should  be  used. 

.4  All  curtain  or  panel  wall  marble  shall  be 
waterproofed  or  parged. 

4.0  finishes 

.1  All  exposed  surfaces  of  marble  (state  loca¬ 
tion)  shall  be  finished  as  follows:  (State 
finish  desired.) 

NOTE:  Usual  Finishes  are: 

Natural  Finish:  A  finish  produced  by 
sawing. 

Sand  Finish:  A  finish  produced  by  sand 
rubbing. 

Sand  Blown  Finish:  A  finish  produced  by 
sand  blast. 

Grit  Finish:  A  smooth  finish. 

Hone  Finish:  A  velvety  smooth  finish  with 
no  gloss. 

Polish  :  A  mirror  like  glossy  finish  which 
brings  out  the  full  color  and  character  of 
the  marble.  When  used ,  periodic  mainte¬ 
nance  is  required  to  retain  this  finish. 
(See  MIA  brochure  on  the  "Care  and 
Cleaning  of  Marble.") 

NOTE:  In  general ,  the  MIA  recommends  the 
sand  finish  for  exterior. 

.2  All  exposed  surfaces  shall  be  free  from 
waves,  projections  or  depressions,  with  the 
face  of  marble  in  the  same  plane.  Arrises 
shall  be  cut  sharp  and  true  to  square  or 
pattern  and  continuous  with  adjoining 
arrises. 
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5.0  samples 

.1  As  soon  as  the  contract  is  awarded  the 
Marble  Contractor  shall  submit  for  the 
Architect's  approval  a  sufficient  number  of 
8"  x  12"  samples  of  marble,  finished  as 
specified,  which  shall  show  range  in  quality, 
color  and  texture  that  will  occur  in  the 
marble  to  be  used.  Where  there  is  little 
variation  in  character  an  average  single 
sample  may  be  submitted.  The  approval 
samples  or  sample  shall  become  standard 
for  selection  and  finish  of  the  marble  sup¬ 
plied  under  this  contract. 

.2  Samples  shall  be  clearly  labeled  on  the 
back  with  the  name  of  the  project,  the 
architect,  the  general  contractor,  the  Marble 
Contractor,  the  Group  Classification  for 
Soundness  and  the  end  use  of  the  marble. 

6.0  shop  drawings 

.1  Detailed  Drawings  will  be  furnished  by  the 
architect  to  the  Marble  Contractor,  for  all 
work  requiring  them.  Said  Contractor  shall 
make  and  submit  for  the  architect's  ap¬ 
proval  shop  drawings  showing  proposed 
layout  and  jointing. 

.2  No  marble  shall  be  fabricated  until  final 
approval  of  these  drawings  has  been  given 
by  the  architect. 

7.0  measurements 

.1  Before  commencement  of  shop  work  on 
marble,  the  architect  will  establish  for  the 
Marble  Contractor  all  governing  measure¬ 
ments  and  details  of  metal  frames  and  note 
them  on  shop  drawings. 

8.0  cutting 

.1  The  Marble  Contractor  shall  do  all  the 
necessary  cutting  and  fitting  to  accommo¬ 
date  his  work  to  other  trades  as  called  for 
on  the  approved  shop  drawings  and  by 
common  usage  in  the  trade.  This  shall  be 
done  at  the  manufacturer's  finishing  shop 
whenever  practical. 

9.0  extent  &  thickness 

.1  The  extent  of  marble  work  shall  be  indi¬ 
cated  on  the  architectural  drawings. 


.2  All  curtain  or  panel  wall  marble  shall  be 
1 14"  thick.  Other  marble  work  not  in  metal 
frames  shall  be  of  dimensions  detailed  on 
said  drawings. 

10.0  supports 

.1  Weight  of  marble  panels  shall  be  fully  sup¬ 
ported  by  the  metal  frame  and  no  weight 
shall  be  allowed  to  bear  upon  the  panels. 

11.0  setting  and  anchorage 

.1  All  setting  materials  or  foreign  matter  of 
any  kind  shall  immediately  be  cleaned  from 
the  face  of  the  marble  both  before  and 
during  the  process  of  setting. 

.2  Marble  curtain  or  wall  panels  shall  be  set 
on  and  completely  supported  by  non-stain¬ 
ing  and  non-corrodible  metal  frames  (in¬ 
cluding  strips,  angles  and  battens)  supplied 
by  others  and  specified  elsewhere.  The 
portion  of  this  frame  attached  to  the  build¬ 
ing  structure  shall  be  set  in  place  by  others, 
but  the  strips,  angles  and  battens  for  secur¬ 
ing  the  marble  in  place  shall  be  set  by  the 
Marble  Contractor  including  the  caulking. 
(see  plates  D,  E,  F) 

12.0  caulking 

.1  Edges  of  marble  slabs  shall  not  be  allowed 
to  rest  directly  upon  the  metal  framework. 
Weight  bearing  edges  shall  rest  upon  plas¬ 
tic  or  aluminum  cushions  of  proper  thickness 
and  so  spaced  as  to  support  the  weight  of 
the  slab. 

.2  All  edges  including  adjoining  surface  cov¬ 
ered  by  frame  shall  be  caulked  or  pointed 
with  non-staining  mastic  pointing  com¬ 
pound.  This  compound  shall  be  approved 
by  the  architect.  It  shall  not  stain  the  marble 
or  corrode  metals  nor  be  affected  by  long 
exposure  to  extremes  of  outside  tempera¬ 
tures  and  shall  form  an  outside  skin  on  ex¬ 
posed  surface  while  remaining  plastic  and 
soft  underneath.  It  shall  be  factory  mixed 
and  used  strictly  in  accordance  with  the 
manufacturer's  instructions. 

NOTE:  Metal  frame  must  be  .designed  to 
allow  access  from  the  outside  face.  Initial 
setting,  however,  is  to  be  done  from  the 
back,  if  possible. 


13.0  flashing,  (furnished  and 
installed  by  others) 

(see  plate  C) 

NOTE:  The  top  of  all  curtain  or  panel  wall 
areas  (if  marble)  should  be  properly  flashed 
over  with  non-staining  sheet  metal  flashing. 
A  completely  waterproof  installation  should 
be  provided  and  installed  by  others. 

14.0  (leaning 

.1  Upon  completion  of  the  various  portions  of 
this  work,  the  Marble  Contractor  shall  re¬ 
move  all  unused  surplus  materials,  rubbish, 
debris,  et  cetera,  in  connection  with  his  con¬ 


tract  and  shall  give  the  marble  a  thorough 
cleaning  to  the  satisfaction  of  the  architect. 
No  acids,  or  harsh  abrasive  cleaners  or  steel 
wire  brushes  shall  be  used. 

NOTE:  Ordinarily  a  scrubbing  with  fibre 
brush  and  clear  water  will  clean  marble.  If 
additional  cleaning  is  needed  consult  the 
MIA. 

15.0  building  code 

NOTE:  Architects  should  see  that  their  de¬ 
sign  conforms  to  the  building  code  in  the 
city  in  which  the  veneer  is  to  be  erected.  All 
the  above  suggestions  are  subject  to  correc¬ 
tion  to  conform  to  such  local  codes. 


marble  classifications  for  soundness 


1.  Due  to  the  diversity  of  composition,  tex¬ 
ture,  color  and  characteristics  peculiar  to 
the  various  Marbles  used  throughout  the 
world,  the  Marble  Institute  of  America, 
with  the  knowledge  gained  in  extensive 
practical  experience  of  its  members  in 
handling  Marble,  has  classified  Marbles 
into  four  GROUPS,  the  basis  of  classifica¬ 
tion  being  the  characteristics  encountered 
in  finishing. 

2.  These  groupings  should  be  taken  into  ac¬ 
count  when  specifying  or  purchasing 
Marble  for  use  in  buildings.  For  the  con¬ 
venience  of  the  buyer,  these  GROUPS  are 
designated  by  the  letters  A,  B,  C,  D. 

GROUP  A:  Sound  Marbles  and  Stones,  with 
uniform  and  favorable  working  qualities. 

GROUP  B:  Marbles  and  Stones  similar  in  char¬ 
acter  to  the  preceding  group,  but  working 
qualities  somewhat  less  favorable;  occasional 
natural  faults;  limited  amount  of  waxing  and 
sticking  necessary. 

GROUP  C:  Marbles  and  Stones  of  uncertain 
variation  in  working  qualities;  geological  flaws, 
voids,  veins  and  lines  of  separation  common; 
standard  shop  practice  to  repair  Nature's  vari¬ 
ations  by  sticking,  waxing  and  filling;  liners 
and  other  forms  of  reinforcement  freely  em¬ 
ployed  when  necessary. 


GROUP  D:  Marbles  and  Stones  similar  to  the 
preceding  group  and  subject  to  the  same 
methods  of  finishing  and  manufacture,  but 
which  contain  a  larger  proportion  of  natural 
faults,  and  a  maximum  variation  in  working 
qualities;  this  group  comprises  many  of  the 
highly  colored  Marbles  prized  for  their  deco¬ 
rative  qualities. 

3.  While  the  characteristics  of  the  various  Marbles 
are  important  in  connection  with  the  work  of 
FINISHING  the  material,  they  do  not  indicate 
relative  excellence  and  do  not  interfere  to 
any  great  extent  with  the  installation  at  the 
building.  Only  with  Groups  C  and  D  is  an  ex¬ 
ception  made;  the  setting  space  and  thickness 
should  be  increased  if  necessary,  if  liners  are 
required  for  reinforcement. 

4.  It  should  be  carefully  noted  that  the  four 
GROUPS  above  defined,  have  no  reference 
whatsoever  to  comparative  merit  or  value.  With 
proper  methods  of  manufacture,  all  these  mate¬ 
rials,  regardless  of  classification,  are  considered 
of  substantially  equal  performance,  durability, 
or  utility,  with  respect  to  the  particular  pur¬ 
pose  for  which  they  are  recommended.  The 
classifications  merely  indicate  what  is  consid¬ 
ered  proper  and  acceptable  in  each  instance, 
as  based  on  trade  usage.  Some  discretion  must 
be  exercised  in  selection,  depending  upon  con¬ 
ditions  the  Marble  will  meet. 
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MAEbLE  TREATMENT 
FOE  A  STORE  FRONT 


PLATE:  HQ  6 


MARBLE 


MASONRY  BACKING 
CEMEMT  SETT  IMG  PADS 


EXPANS  ion  op  other  type  bolts 


CONTINUOUS  SHELF  AM6LES 


3(6  BRASS  PINS  DROPPED  THRU  ANGLE 
HOLES  TO  ACT  AS  TIEBACKS  FOP  THE 
UPPER  AND  LOWER  MARBLE  SLABS 


YY  BRONZE  DOWELS  IN  ALTERNATING 
POSITIONS  SET  AT  ANGLE  TO  OFFSET 
SHEARING  MOMENT  OF  MARBLE  LINERS  * 
DOWELS  SHALL  BE  INSTALLED  AFTER- 
LINERS  ARE  APPLIED  WITH  GERMAN  CEMENT 


MARBLE 


Joint 


DETAIL 


DETAIL  5 


SHELF  ANGLES  SUPPORTING  MARBLE. 


SHELF  ANGLES  SUPPORTING  MARBLE 


FULLCEMENT  BED 
JOINT 

^  BRASS 
DOWEL 


BRICK  BACKING 

CEMENT  SETTING 


CONCRETE  BACKING  > 
PADS)  a.a'.o: 


'4"0  BRONZE  DOWELS  IN  ALTERNATING 
POSITIONS  a  a  NOTE  ABOVE) 

'8"  NON- FERROUS  TIE  BACK  WEDGED  AND 
CEMENTED  INTO  JOINT 

C.l.  BOX  TYPE  INSERTS  SET 
T-,  AGAINST  CONG  FORM 5  TO  REA' 
Y'CEIVE  NON-FERROUS  INSERTS 
AND  TIEBACKS  a 

BRASS  WIRE  TIEBACK  CEMENTED  INTO  BOX 


METAL  SHIMS  FOR  ADJUSTMENT- 


CONTINUOUS  BRICK  CORBEL  SET  LEVEL 
WITH  TOP  OF  SLAB  FOR  BEST  RESULTS  - 
ADDITION  CORBEL  COURSE  DEPENDS  ON 
WEIGHT  OF  MARBLE  SUPPORTED 


SCALE,  3  -  l-O' 


DETAIL  C 


MARBLE 


BOX  FILLED 
WITH  CEMENT 

JOINT 


rU4X  l'z  NON-FERROUS 


ANCHORS  a  see 
DETAIL  BELOW 


DETAIL 


BRICK  CORBEL  F OR  SUPPORTING  MARBLE 


C.L  INSERT  BOXES  INCONCRETE  WITH 
ANCHOR  SUPPORTS  FOR  MARBLE 


MARBLE 


concrete 


KEY  TO  MATERIALS 

BRICK. 
CEMENT 


Cl. BOX 
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INSERT  BOXES  6  ANCHOR  SUPPORTS 
VARY  IN  SIZE  ACCORDING  TO  WEIGHTS 
INVOLVED  IN  MARBLE  FACING 
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5UPP0CTIWG  EXTERIOR  MAR&LE 
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PLATE  1 


A  .A'-T-,. 


DETAIL  A 


DOVETAIL  SLOT  IN  CONCRETE  -T  iv 
BACKING  U5ING  BRASS  * 
DOWEL  WITH  BRASS  DOVETAIL  A 
TIE  BACK  -  L'a 

Tieback-AL 

D;U£ 

DOVETAH  SLOT 
CONCRETE  A- 

••A 
0  : 


DETAIL  R 

non-ferrous  anchor  4,  I 

BRASS  DOWEL  BUILT 
INTO  MASONRY  BACKING 


(AA 

PLAN 


MASONRY  BACKING/ 


DETAIL  C 


NON-FERROUS  LCLIRS  WITH- 
3i&  0  BRASS  DOWEL  -  CL  IPO  TO 
BE  SECURED  WITH-  EXPANSION 
BOLTS, SCREWS  IN  WOOD  OR  LEAD 
PLUGS,  OR  WITH  "RAM  SET  "GUN 


DETAIL  D 


PLAN  SHOWING  INSTALLATION 
OF  CORNER.  CRAM  PS 


,»»  .1 


SCALE  OF  DETAILS  3  =  1-0 

KEY  TO  MATERIALS 


MARBLE 

CONCRETE 

MASONRY 

METAL 

CEMENT 


■,P\, 


■h 


DETAIL  E 


'bdi  BRASS  WIRE  SET  IN  l"  END 
HOLE  &  HOOKED  OVER  FLANGE 
OF  SUPPORTING  ANGLE 


DLTAIL  F 

BRASS  WIRE  IN  END  OP 
MARBLE  4  INSERTED 
4 CEMENTED  IN  WEDGE 
SHAPED  HOLE 


CEMENT  BED 
JT. 


DETAIL 


TYPICAL  's"x  |"  NON- 
FERROUS  ANCHORS 
BUILT  INTO  MASONRY 


DETAIL  H 

TYPICAL 'ax 2!' NON- 
FERROUS  Z-XVAY ANCHORS#; 
BUILT  INTO  MASONRY 


DETAIL  l 

NON- FERROUS  ONE- \VaY  .-'A- 
ANCHOR  IN  DOVETAIL  SLOT  -G/. 
SET  IN  CONCRETE  BACKING*'--' 
*  *  ‘8*  I  "ANCHORS 


DETAIL  J 


NON-FERROUS  TWO- WA- '  4  L 
ANCHOR  IN  DOVETAIL  UoT  '.p- 
SET  INCONCRETE  BACKING  4  '  ■ 
a  a  2"  ANCHORS  ^ 


DETAIL  K- 

*id'x \W  BRASS  DOWELS 
IN  '4-"  X  1."  HOLES 


hi 

i 

END  SLOT 
To  RECEIVE  FLAT 
ANCHORS  MADE 
WITH  CIRCULAR 
SAW  G'oR  7" IN 
DIAMETER 


DETAIL  L 


brass  Wire  Tieback 

AROUND  END  DOWEL  4 
IN5ERTED  4-  CEMENTED 
IN  WEP6E-5HAPED  HOLE 


DETAIL  M 

TWISTED  NON-FERROUS 
ANCHORS  FITTED  INTO 
SLOTS  OR  CIRCULAR  SAW 
CUTS  a  ANCHORS  'S*  I" 


PE  OP  SLOTS 


SLOT  OR 
SAW  CUT 
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PLATE  NQ  c3 


Membership  of  the  arbi.e 


NSTITUTE  OF  AMERICA,  INC. 


32  SOUTH  FIFTH  AVENUE.  MOUNT  VERNON.  NEW  YORK 


ALABAMA 

Alabama  Marble  Company 
Gantt's  Quarry 

Moretti-Harrah  Marble  Company 
P.  O.  Box  330,  Sylacauga 

ARKANSAS 

Dixie  Marble  &  Tile  Company 

1402  Gaines  St.,  P.  O.  Box  2056,  Little  Rock 
Tennessee  Marble  Company 
%  Acoustics  &  Specialties  Co. 

317  East  Markham  St.,  Little  Rock 

CALIFORNIA 

Fresno 

San  Joaquin  Tile  &  Marble  Company 
2305  McKinley  Ave.,  Fresno 

Long  Beach 

Long  Beach  Marble  &  Tile  Company 
500  West  17th  St.,  Long  Beach  6 
Los  Angeles 

Musto-Keenan  Company 

1801  South  Soto  St.,  Los  Angeles  23 
Vermont  Marble  Company 

3522  Council  St.,  Los  Angeles  4 

San  Diego 

Southwest  Onyx  &  Marble  Company 
P.  O.  Box  106,  San  Diego  12 
San  Francisco 

Dondero  Marble  Company 

2851-2899  Third  Street,  San  Francisco 
Joseph  Musto  Sons-Keenan  Company 
535  North  Point  St.,  San  Francisco  11 
Schoenfeld  Marble  Co. 

470  Clementina  St.,  San  Francisco  5 
Vermont  Marble  Company 

6000  Third  St.,  San  Francisco  24 

South  Pasadena 

Premier  Tile  and  Marble  Company 
P.  O.  Box  432,  South  Pasadena 

COLORADO 

Mack  Marble  &  Tile  Company 
6900  Elm  Street,  Adams  City 

CONNECTICUT 

Earle  B.  Warner,  Inc. 

25  Garden  St.,  P.O.  Box  1337,  New  Haven 

DISTRICT  OF  COLUMBIA 
Washington 

Candoro  Marble  Company 

823  Albee  Bldg.,  Washington  5 
Carthage  Marble  Corporation 
823  Albee  Bldg.,  Washington  5 
Colonna  and  Company 

823  Albee  Bldg.,  Washington  5 
The  Georgia  Marble  Company 

314  Bond  Building,  Washington  5 
Gray  Knox  Marble  Company 

4815  Fourth  Ave.,  S.E.,  Washington  21 
George  M.  O'Toole 

8 1 8- 1 8th  St.  N.W.,  Washington  6 
Standard  Art,  Marble  &  Tile  Co. 

117  D  Street  N.W.,  Washington  1 
Tennessee  Marble  Company 

314  Bond  Building,  Washington  5 

FLORIDA 

Steward-Mellon  Co.  of  Jacksonville 
P.  O.  Box  96,  Jacksonville  1 

GEORGIA 

Atlanta  Tile  &  Marble  Co.,  Inc. 

1808  Lanier  Drive  S.W.,  Atlanta 
The  Georgia  Marble  Company 

1401  Peachtree  Street  N.E.,  Atlanta 
The  Georgia  Marble  Company 
Tate 

(See  Branch  Offices  under  various  States) 


ILLINOIS 

Champaign 

Fred  M.  Manthei 

1006  West  Springfield  St.,  Champaign 

Chicago 

Acme  Marble  Company,  Inc. 

4750  So.  Maplewood  Ave.,  Chicago  32 
Frank  P.  Bauer  Marble  Company 

4330-40  West  Melrose  St.,  Chicago  41 
Colonna  &  Company 

20  North  Wacker  Drive,  Chicago  6 
Davia  Brothers  Marble  Company 
2410  South  LaSalle  St.,  Chicago  16 
Enterprise  Marble  Company 

3539  North  Southport  Ave.,  Chicago  13 
The  Georgia  Marble  Company 

20  North  Wacker  Drive,  Chicago  6 
Italian  Marble  Company,  Inc. 

1730  West  Carroll  St.,  Chicago  12 
McCue  Marble  Company 

25  East  Washington  St.,  Chicago  2 
Natural  Marble  and  Onyx  Company 
2543  North  Pulaski  Road,  Chicago  39 
Peerling-Sheddy  Marble  Company 
4006  W.  Taylor  St.,  Chicago  24 
Standard  Mosaic  Tile  Company 
4551  Fifth  Ave.,  Chicago  24 
Tennessee  Marble  Company 

20  North  Wacker  Drive,  Chicago  6 
Vermont  Marble  Company 

5691  North  Ridge  Ave.,  Chicago  40 

East  St.  Louis 

Interstate  Stone  &  Marble  Works,  Inc. 

1930  Illinois  Ave.,  East  St.  Louis 

Elco 

Egyptian  Quarries  Co. 

Elco 

Elmhurst 

Carthage  Marble  Corporation 
P.  O.  Box  103,  Elmhurst 

Rock  Island 

Cassini  Mosaic  and  Tile  Company 
1513  Third  Ave.,  Rock  Island 
Springfield 

George  S.  Grimmett  Marble  &  Tile  Co. 

223  East  Adams,  Springfield 

INDIANA 

F.  E.  Gates  Marble  &  Tile  Company 

5345  Winthrop  Ave.,  Indianapolis  20 
Wege  Marble  &  Tile  Co.  of  Indiana 
333  North  Penn  St.,  Indianapolis  4 
E.  J.  Ziegler  Marble  Company 

625  Cherry  Street,  Fort  Wayne  7 

IOWA 

Des  Moines  Marble  &  Mantel  Co. 

938-940  Sixth  Avenue,  Des  Moines  14 

KENTUCKY 

R.  R.  Wolfe 

2468  Cannonsburg  Road,  Catlettsburg 
American  Mosaic  &  Tile  Co. 

331  East  Broadway,  Louisville  1 

LOUISIANA 

DeFrances  Marble  &  Tile  Company 
3380  Florida  St.,  Baton  Rouge  9 
Favrot  &  Pierson 

3511  Toulouse  St.,  New  Orleans 
King  &  Company,  Inc. 

219  Dryades  St.,  New  Orleans  12 
Tennessee  Marble  Company 
%  Acoustics  &  Specialties  Co. 

1203  Hibernia  Bank  Building,  New  Orleans 
Tennessee  Marble  Company 
%  Acoustics  &  Specialties  Co. 

P.  O.  Box  4347,  Shreveport 


MARYLAND 

Associated  Tile  &  Marble  Company 
728  North  Eutaw  St.,  Baltimore  1 
Hilgartner  Marble  &  Granite  Company 
1301  South  Sharp  St.,  Baltimore  30 
The  Maryland  Green  Marble  Co. 

Cardiff 

MASSACHUSETTS 

Vermont  Marble  Company 
100  Boylston  St.,  Boston  16 
Galassi  Co.,  Inc. 

300  North  Beacon  St.,  Brighton  35 
Colonial  Marble  Company 
141  Gore  St.,  Cambridge  41 
Albre  Marble  &  Tile  Company,  Inc. 

64  Mount  Vernon  St.,  Dorchester  22 
Freeport  Marble  &  Tile  Co.,  Inc. 

264  Adams  St.,  Dorchester  22 
C.  V.  Bianchi  &  Sons 

428  Shrewsbury  Street,  Worcester 

MICHIGAN 

The  Detroit  Marble  Company 
9128  Woodward  Ave.,  Detroit  2 
H.  A.  Manley  Marble  Company 
2033  Park  Avenue,  Detroit  26 
Wolverine  Marble  Company 
14269  Fleming  Ave.,  Detroit  12 

MINNESOTA 

The  Babcock  Company 
Kasota 

Mankato  Stone  Company 
P.  O.  Box  764,  Mankato 
Northwestern  Marble  Corporation 

2727-27th  Avenue  South,  Minneapolis  6 
Twin  City  Tile  &  Marble  Co.,  Inc. 

213-219  E.  Island  Ave.,  Minneapolis  1 
Drake  Marble  Company 
58  Plato  Ave.,  St.  Paul  1 

MISSISSIPPI 

Stokes  Interiors,  Inc. 

126  South  Farish  St.,  Jackson 
Tennessee  Marble  Company 
%  Acoustics  &  Specialties  Co. 

215  Addkinson  Building,  Jackson 

MISSOURI 

Carthage 

Carthage  Marble  Corporation 
P.  O.  Box  612,  Carthage 
(See  Branch  Offices  under  various  States) 
Locarni  Marble  Company 
P.  O.  Box  582,  Carthage 
Kansas  City 

Carthage  Marble  Corporation 

1012  Scaritt  Building,  Kansas  City 
Kansas  City  Marble  &  Tile  Co. 

3030  Wyoming  Ave.,  Kansas  City  8 

St.  Louis 

Kaletta  Statuary  Company 
3715  California  Ave.,  St.  Louis 
F.  M.  Kraemer  Marble  Company 

3401  Morganford  Road,  St.  Louis  16 
Shaw  Marble  &  Tile  Company 
4177  Meramec  St.,  St.  Louis  16 
James  Shaw  &  Son 

4316  Fyler  Ave.,  St.  Louis  16 

NEBRASKA 

Sunderland  Brothers  Company 
609  North  46th  St.,  Omaha  3 

NEW  JERSEY 

Guarino  Marble  Works 

740  Washington  Ave.,  Belleville 
Marble  Supply  Corp.  of  America 

1-13  Mt.  Prospect  Ave.,  P.  O.  Box  1, 
Clifton 


NEW  MEXICO 

Long  Beach  Marble  &  Tile  Co. 

629  San  Pablo,  S.  E.,  Albuquerque 

NEW  YORK 
DeWitt 

Vermont  Marble  Company 
33  Pickwick  Road,  DeWitt 
New  York  City— Bronx 
Angeletti  Marble  Company,  Inc. 

460  Barretto  St.,  New  York  59 
Bay  Chester  Marble  &  Tile  Company 
1449  East  222nd  St.,  New  York  67 
Jas.  Cullo  &  Son  Marble  Co.,  Inc. 

2044  Westchester  Ave.,  New  York  62 
John  Cullo  Marble  Company,  Inc. 

1476  East  222nd  St.,  New  York  67 
J.  F.  McGowan  Marble  Company,  Inc. 

1 180  Randall  Ave.,  New  York  59 
Miller-Druck  Company,  Inc. 

763  East  133rd  St.,  New  York  54 
Rees-Volckmann  Company,  Inc. 

344  Walnut  Ave.,  New  York  54 
Frank  Scolaro  Marble  Company 

142nd  St.  &  Jackson  Ave.,  New  York  54 
Brooklyn 

Equity  Marble  Company,  Inc. 

789  Stone  Ave.,  Brooklyn  12 
Grand  Marble  Works,  Inc. 

932  Grand  St.,  Brooklyn  6 
Manhattan 

Domestic  Marble  &  Supply  Co.,  Inc. 

8  West  40th  St.,  New  York  18 
The  Georgia  Marble  Company 
419  Fourth  Ave.,  New  York  16 
The  Maryland  Green  Marble  Co.,  Inc. 

226  East  41st  St.,  New  York  17 
Tennessee  Marble  Company 
419  4th  Ave.,  New  York  16 
Vermont  Marble  Company 

101  Park  Avenue,  New  York  17 
Long  Island 

Premier  Marble  Company,  Inc. 

26-34  Third  St.,  Astoria  2 
Deery  Marble  Company 

West  Neck  Road,  Lloyd's  Harbor 
Huntington,  Long  Island 
Aetna  Marble  Company,  Inc. 

20-29  Thirty-Eighth  St.,  Long  Island  City  5 
Atlas  Tile  &  Marble  Works,  Inc. 

41-17  Crescent  St.,  Long  Island  City  1 
Carthage  Marble  Corporation 

34-36  Vernon  Blvd.,  Long  Island  City  6 
Colonna  &  Company,  Inc. 

34-46  Vernon  Blvd.,  Long  Island  City  6 
(See  Branch  Offices  under  various  States) 
Friedman  Marble  &  Slate  Works,  Inc. 

37-21  Vernon  Blvd.,  Long  Island  City  6 
Charles  M.  Gray  Marble  &  Slate  Co. 

36-16  Vernon  Blvd.,  Long  Island  City  6 
Landi  Marble  Corporation 

34- 36  Vernon  Blvd.,  Long  Island  City  6 
Tompkins-Kiel  Sales  Corporation 

35- 08  Vernon  Blvd.,  Long  Island  City  6 
Rochester 

The  Georgia  Marble  Company 
120  Village  Lane,  Rochester  10 
Gerstner  &  Statt 

48  Mount  Hope  Ave.,  Rochester  7 
Gray  Knox  Marble  Company 
120  Village  Lane,  Rochester  10 
Sackett  Tile,  Marble,  Stone  &  Memorial  Co. 
320  South  Ave.,  Rochester  4 
Syracuse 

Holmes  Brothers,  Inc. 

436  East  Washington  St.,  Syracuse  2 

NORTH  CAROLINA 

Candoro  Marble  Company 

1417  Waverly  Ave.,  Charlotte  3 

OHIO 

Cincinnati 

Gray  Knox  Marble  Company 

3160  Lookout  Circle,  Cincinnati  8 


Mueller  Marble  Works 
P.  O.  Box  2236 

706  West  Front  St.,  Cincinnati  1 
The  T.  H.  Winston  Company 
332  Main  St.,  Cincinnati  2 
Cleveland 

Carthage  Marble  Corporation 

1570  Hanna  Building,  Cleveland  15 
The  Georgia  Marble  Company 

1570  Hanna  Building,  Cleveland  15 
The  Interior  Marble  &  Tile  Company 
3029  Prospect  Ave.,  Cleveland  15 
Tennessee  Marble  Company 

1570  Hanna  Building,  Cleveland  15 
Vermont  Marble  Company 

3321  Prospect  Ave.,  Cleveland  15 
Columbus 

Ardit  Mosaic-Tile  &  Marble  Co. 

667-671  West  Mound  St.,  Columbus  16 
John  W.  Guest 

2024  Andover  Road,  Columbus  8 
Chester  A.  Smith 

1330  Norton  Ave.,  Columbus  8 
Leonard  L.  Smith  Marble,  Tile  &  Slate  Co.,  Inc. 
850  High  Street,  Columbus 
Dayton 

Weiffenbach  Marble  &  Tile  Co. 

P.  O.  Box  12,  Roosevelt  Station,  Dayton  7 
Toledo 

Gray  Knox  Marble  Company 
3336  Goddard  Road,  Toledo  6 

OKLAHOMA 

Southwest  Tile  &  Terrazzo  Company 
153  North  Francis,  Oklahoma  City  4 
Midwest  Marble  &  Tile  Company 

507  So.  Quaker— P.  O.  Box  60,  Tulsa  1 

OREGON 

Lutz  Marble  Company 

1421  S.  W.  Broadway,  Portland  1 

PENNSYLVANIA 

Allentown 

Lehigh  Tile  &  Marble  Company 
335  North  Seventh  St.,  Allentown 
Camphill 

Gray  Knox  Marble  Company 

Apt.  8-B,  College  Park  Apts.,  Camphill 
Philadelphia 

Belfi  Bros.  &  Company,  Inc. 

4310-16  Josephine  Street,  Philadelphia  24 
Carthage  Marble  Corporation 

1256  Commercial  Trust  Bldg.,  Philadelphia  2 
The  Georgia  Marble  Company 

1256  Commercial  Trust  Bldg.,  Philadelphia  2 
Tennessee  Marble  Company 

1214  Commercial  Trust  Bldg.,  Philadelphia  2 
Vermont  Marble  Company 

3707  Walnut  Street,  Philadelphia  4 
Pittsburgh 

Carthage  Marble  Corporation 

901  Standard  Life  Bldg.,  Pittsburgh  22 
Columbia  Marble  Company 

6479  Frankstown  Ave.,  Pittsburgh  6 
The  Georgia  Marble  Company 

901  Standard  Life  Bldg.,  Pittsburgh  22 
Tennessee  Marble  Company 

901  Standard  Life  Bldg.,  Pittsburgh  22 

RHODE  ISLAND 

Capitol  Marble  &  Tile  Company 
58  Oxford  St.,  Providence  5 

TENNESSEE 

Knoxville 

Appalachian  Marble  Company 
P.  O.  Box  1911,  Knoxville  10 
Candoro  Marble  Company 
P.  O.  Box  631,  Knoxville  1 
John  J.  Craiq  Company 
P.  O.  Box  631,  Knoxville  5 


Gray  Knox  Marble  Company 
P.  O.  Box  1311,  Knoxville  8 
(See  Branch  Offices  under  various  States) 
Imperial  Black  Marble  Co. 

%  Gray  Knox  Marble  Co. 

P.O.  Box  1311,  Knoxville 
Tennessee  Marble  Company 
P.  O.  Box  1550,  Knoxville 
(See  Branch  Offices  under  various  States) 
Memphis 

T.  J.  Malone  &  Son,  Inc. 

353  Walnut  Street,  Memphis 
Tennessee  Marble  Company 
%  Acoustics  &  Specialties  Co. 

P.  O.  Box  1736,  Memphis 

TEXAS 

Walter  L.  Reid  Marble  &  Tile  Co. 

2433  Ayres  Street,  Corpus  Christi 
The  Georgia  Marble  Company 

4423  No.  Central  Expressway,  Dallas 
Tennessee  Marble  Company 

4423  N.  Central  Expressway,  Dallas 
Vermont  Marble  Company 
1513  Wall  St.,  Dallas  2 
Ray  L.  Baldwin  Tile  &  Marble  Co. 

2825  Bledsoe  St.,  Fort  Worth 
Vermont  Marble  Company 
310  Bringhurst  St.,  Houston 

UTAH 

Otto  Buehner  &  Company 

640  Wilmington  Ave.,  Salt  Lake  City  5 

VERMONT 

Green  Mountain  Marble  Co. 

West  Rutland 
Vermont  Marble  Company 
61  Main  St.,  Proctor 

(See  Branch  Offices  under  various  States) 

VIRGINIA 

Ajax  Tile  &  Marble  Corp. 

822  West  21st  St.,  Norfolk 
The  Georgia  Marble  Company 
514  North  11th  St.,  Richmond 
Tennessee  Marble  Company 
514  North  11th  St.,  Richmond 

WASHINGTON 

Seattle 

Northwest  Marble  &  Terrazzo  Co.,  Inc. 

731  Westlake  Avenue  North,  Seattle  9 
W.  H.  Norton  Tile  &  Marble  Co. 

7545  Bothell  Way,  Seattle  5 
Robinson  Tile  &  Marble  Company 
645  West  42nd  Street,  Seattle  7 
Spokane 

Swanson  Stone  &  Marble  Co. 

1516  West  Second  St.,  Spokane 
Walla  Walla 

Jensen  Tile  &  Marble  Company 
P.O.  Box  653,  Walla  Walla 

WISCONSIN 

Milwaukee  Marble  Company 

122  No.  27th  St.,  Box  741,  Milwaukee  1 

CANADA 

Quebec 

Canadian  Flooring  Tile  Co.,  Ltd. 

37  Jean  Talon  St.  West,  Montreal  14 
Ontario 

Connolly  Marble,  Mosaic  &  Tile  Co. 

220  Bowie  Ave.,  Toronto  10 
Ontario  Marble  Company 

250  Madison  Avenue,  Toronto  5 
British  Columbia 

Continental  Marble  Company,  Ltd. 

1002  East  Georgia  Street,  Vancouver  6 

PUERTO  RICO 

The  Georgia  Marble  Company 
Apartado  6665,  Santurce 


REQUESTS  FOR  INFORMATION,  SAMPLES,  SERVICE  AND  ESTIMATES  ON  MARBLE  (BOTH 
IMPORTED  AND  DOMESTIC)  WILL  RECEIVE  PROMPT  ATTENTION  FROM  ANY  MEMBER. 


